
UNDERGROUND CAR PARK

In underground car parks of hotels more than in other areas the ventilation must include a
reliable fire protection and smoke extract system to provide maximum safety in case of a fire. 

Type FKRS-EU fire dampers shut automatically to prevent the propagation of fire and smoke
through ductwork to adjacent designated fire compartments. They are tested to EN 1366-2.

The purpose of smoke extract dampers such as the EK-EU is to remove smoke via smoke
extract systems.

FIRE DAMPERS FKRS-EU

Ø 100 – 315 mm Classification: EI 90 (ve, ho i � o) according to EN 13501-3 Fire resistance
class: K90 according to DIN 4102-6

Homepage Applications Hotels Underground car park

https://www.trox.de/en/fire-dampers/fkrs-eu-e44c04db778f79a6
https://www.trox.de/
https://www.trox.de/
https://www.trox.de/en/applications-1b7460e2adcc575a
https://www.trox.de/en/applications/hotels-84100f07772896c2
https://www.trox.de/en/hotels/underground-car-park-17cad01a26136adc


SMOKE CONTROL DAMPER EK-EU

B: 200 – 1.500 mm
H: 200 – 800 mm
Pressure level 3 (operating pressure from –1500 to +500 Pa)

Homepage Applications Hotels Underground car park

https://www.trox.de/
https://www.trox.de/
https://www.trox.de/en/applications-1b7460e2adcc575a
https://www.trox.de/en/applications/hotels-84100f07772896c2
https://www.trox.de/en/hotels/underground-car-park-17cad01a26136adc
file:///en
https://www.trox.de/en/contact-5ab39814b302141d
https://www.trox.de/en/side-services/delivery-and-payment-terms-trox-gmbh-cdc811894dd465b7
https://www.trox.de/en/general-purchasing-conditions%25C2%25A0-5696a71dc23a1871
https://www.trox.de:443/en/downloads/af9fe22e037be3db/Code-of-Conduct_Supplier_-V01_2021_EN.pdf
https://www.trox.de/en/side-services/our-data-protection-policy-09fda84343371a92
https://www.trox.de/en/side-services/disclaimer-194d2f65e00a129d
https://www.trox.de/en/side-services/imprint-dda8430135ae816b
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